
© schurter.com

Form
An-

schlüsse Besonderheit

Typ
Nenn- 
spannung

Strombereich Induktivitäts-
bereich

H
o

ri
zo

nt
al

V
er

tik
al

S
M

D

T
H

T

Li
tz

en
an

sc
hl

us
s

U
L,

 C
S

A
 Z

ul
as

su
ng

E
N

E
C

 Z
ul

as
su

ng

3D
 C

A
D

 D
at

en

P
C

B
 B

ib
lio

th
ek

S
P

IC
E

 B
ib

lio
th

ek

Magnet isch kompens ier te Drosse ln , 1-phas ig 

DKFS
SMD, kompakt

250 VAC 0.4 - 4 A 0.5 - 39 mH • • • • • • •

DKFP
Breite Palette

250 VAC 0.3 - 10 A 0.5 - 100 mH • • • • • • •

DFKH
Hohe Bauform

440 VAC 0.6 - 6.3 A 0.6 - 50 mH • • • • • •

DFKF
Flache Bauform

440 VAC 0.4 - 6.3 A 0.6 - 40 mH • • • • • •

new

DKIH-1
Nanokristalline 
Versionen

300 VAC
425 VDC

10 - 50 A 0.15 - 6.9 mH • • • • • • •       

DFK
Voll vergossen

440 VAC 0.5 - 15 A 1 - 20 mH • • • • • • •

DKLP-1
Hohe Induktivität

540 VAC
760 VDC

4 - 20 A 14 - 60 mH • • • • • •

DKIP-1
Voll vergossen

540 VAC
760 VDC

10 - 50 A 1.1 - 12 mH • • • • • •

Magnet isch kompens ier te Drosse ln , 3 -phas ig 

new
DKIH-3
Nanokristalline 
Versionen

600 VAC 10 - 50 A 0.08 - 10.8 mH • • • •

new
DKIH-4
Nanokristalline 
Versionen

600 VAC 10 - 40 A 0.75 - 6.5 mH • • • •

DKLL-3
Hohe Induktivität

540 VAC
760 VDC

3 - 8 A 4 - 50 mH • • • •

DKLP-3
Hohe Induktivität

540 VAC
760 VDC

3 - 16 A 4 - 50 mH • • • •

DKIP-3
Voll vergossen

540 VAC
760 VDC

10 - 50 A 0.6 - 5 mH • • • •

Lineardrosse l 

DLNP
Kompakt

600 VDC 0.6 - 1 A 0.05 - 0.1 mH • • •

DLH
Hohe Bauform

600 VDC 0.45 - 7 A 0.02 - 5.5 mH • • •

DLF
Flache Bauform

600 VDC 0.45 - 7 A 0.015 - 3 mH • • •

DLO
Offene Ausführung

600 VDC 0.45 - 7 A 0.02 - 5 mH • •

Produktübersicht Drosseln

schurter.com/emv

EMV-Produkte & -Dienstleistungen

0 50 A25 0 100 mH50

https://www.schurter.ch/datasheet/DKFS
https://www.schurter.ch/datasheet/DKFP
https://www.schurter.ch/datasheet/DFKH
https://www.schurter.ch/datasheet/DFKF
https://www.schurter.ch/datasheet/DKIH-1
https://www.schurter.ch/datasheet/DFK
https://www.schurter.ch/datasheet/DKLP-1
https://www.schurter.ch/datasheet/DKIP-1
https://www.schurter.ch/datasheet/DKIH-3
https://www.schurter.ch/datasheet/DKIH-4
https://www.schurter.ch/datasheet/DKLL-3
https://www.schurter.ch/datasheet/DKLP-3
https://www.schurter.ch/datasheet/DKIP-3
https://www.schurter.ch/datasheet/DLNP
https://www.schurter.ch/datasheet/DLH
https://www.schurter.ch/datasheet/DLF
https://www.schurter.ch/datasheet/DLO
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Speicherdrosse l

DSHP
Kompakt

600 VDC 0.6 - 1 A 0.04 - 0.1 mH • • •

DSF
Flache Bauform

600 VDC 0.45 - 4.5 A 0.011 - 3.7 mH • • •

DSH
Hohe Bauform

600 VDC 0.45 - 4.5 A 0.01 - 2 mH • • •

DS
Voll vergossen

600 VDC 0.5 - 16 A 0.01 - 1 mH • • •

DSO
Offene Ausführung

600 VDC 0.5 - 16 A 0.01 - 1 mH • •

Sät t igungsdrosse l

DFSG
Voll vergossen

440 VAC 0.8 - 10 A • • •

DLFP
Linear/Sättigungs-
Drossel

440 VAC 5 - 45 A 0.15 - 1 mH • • •

DLFL
Linear/Sättigungs-
Drossel

440 VAC 5 - 45 A 0.15 - 1 mH • • •

Erd le i terdrosse l

DEH
Zylinderkern

16 - 25 A 0.02 - 0.04 mH • • •

DEN
Voll vergossen

16 - 25 A 4 mH • • •

DENO
Offene Ausführung

16 - 25 A 2 - 4 mH • •

Impuls t rans formatoren

IT
Hohe Isolations-
festigkeit

600 VAC 1:1, 2:1, 1:1:1
Isolation
3.2 kVAC

• • •

IS
Hohe Isolations-
festigkeit

600 VAC 1:1, 2:1, 1:1:1 3.2 kVAC • • •

IL
Kostenoptimiert

500 VAC 1:1, 2:1, 1:1:1 2.2 kVAC • • •

ILR
Kostenoptimiert

500 VAC 1:1, 2:1, 3:1,
1:1:1

2.2 kVAC • • •

IX
Bis zu 2 W

500 VAC 1:1:1, 3:1:1 2.2 kVAC • • •

Kundenspez i f ische Wicke lgüter

0 50 A25 0 100 mH50

Kundenspezifische Lösungen
Um den Kundenanforderungen gerecht zu werden, bietet SCHURTER neben dem breiten Produktsortiment massgeschneiderte 
Dienstleistungen an. Gerne erarbeiten wir mit Ihnen zusammen die optimale Lösung für Ihre individuelle Anwendung.

Windungsverhältnis

Wicklungen auf 
kundenspezifische 
Spulenkörper 

Wicklungen auf
Ringkerne 

Transformatoren, 
Übertrager, Drosseln 

3-101-728/07.18/UD

https://www.schurter.ch/datasheet/DSHP
https://www.schurter.ch/datasheet/DSF
https://www.schurter.ch/datasheet/DSH
https://www.schurter.ch/datasheet/DS
https://www.schurter.ch/datasheet/DSO
https://www.schurter.ch/datasheet/DFSG
https://www.schurter.ch/datasheet/DLFP
https://www.schurter.ch/datasheet/DLFL
https://www.schurter.ch/datasheet/DEH
https://www.schurter.ch/datasheet/DEN
https://www.schurter.ch/datasheet/DENO
https://www.schurter.ch/datasheet/IT
https://www.schurter.ch/datasheet/IS
https://www.schurter.ch/datasheet/IL
https://www.schurter.ch/datasheet/ILR
https://www.schurter.ch/datasheet/IX

